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（2.8F/3.4F）
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［External chart］

■Micro catheter with silicone balloon ［Warnings］

［Specification］

0.06mL/4.0mm 2.07MPa
（300PSI）

0.3mm

（0.012”）

0.4mm

（0.015”）

0.15mL/7.0mm
1.13mm/1.30mm

（3.4F/3.9F）

1.6mm

（0.063”）
0.10mL /6.0mm

0.46mm

（0.018”）

0.55mm

（0.021”）

10mm

1500mm 2.07MPa
（300PSI）

10mm

Type A  2.8F 

Type B  2.8F  

Type C  2.8F 

N8113451 Type A  3.4F 

N8123451 Type B  3.4F 

N8133451 Type C  3.4F 

Package  unit :1/box  EtO  sterilized

With a dispenser tube

Marker of the balloon

30mm positional marker

Marker of the tip

Distal side Proximal side

0.93mm(2.8F) for 2.8F / 1.13mm(3.4F) for 3.4F 1.13mm(3.4F) for 2.8F / 1.30mm(3.9F) for 3.4F

Ventilator opening

Opening of the tip(main lumen)

Injection port for
main lumen

Inflation port for
ballon

Hub

Platinum coil
500mm

●Disposable device for single use only. Do not re-use.

●Do not use if the sterile package is damaged or opened before use.

●Please read the package insert carefully before use to avoid damage.

●Please do not heat, bend or pull the catheter forcibly.

●Care must be taken to avoid damage by knives, forceps or needles. 

●The catheter should be controlled carefully checking the position 
and movement of the tip not to ensure that the catheter is not 
twisted or tuberous.

●Please recognize the difference between main lumen and balloon 
lumen while operating the catheter.

●When inserting, removing, and adjusting the insertion position of 
the catheter, the balloon must be completely deflated. 
(Otherwise it will be difficult to advance the guiding-catheter, and 
may cause an explosion of the balloon, and damage to the blood 
vessel)

●Please scrap the product when not using it after the sterilized wrapping is 
opened. 

※The specifications, configuration and other parts of this product may be 
changed for improvement without prior notice.

MICRO  CATHETER  with a Silicone Balloon

Product No. Product Name Balloon
length I.D. Shaft diameter

Conformable
maximum
guide wire
diameter

Conformable
minimum
guiding

catheter I.D.

Length
of the
tip part

Total
length

injection
amount/diameter
(recommendation)

injection
amount/diameter

(maximum)

Ａnti-pressure
of main lumen

Stainless steel mesh
1,000mm



● The tip and the position of the balloon can be easily checked 
with the maker.

● Appropriate flexibility is secured by 500mm length of the 
platinum coil from the tip.

● Specially tapered tip for smooth insertion into target.

● The stainless steel mesh located on the proximal side 
results in a smooth operation; preventing kinking, providing, 
excellent imaging, and torque control in the blood vessel.

● Coaxial type, 2WAY structure.

● Main lumen is at the tip of the catheter.

● Easy ventilation when injecting liquid for the first time with 
the airway of 20μm from the balloon end to the position at 
about 2mm.

● Excellent inductivity into the blood vessel with the hydrophilic 
coating (500mm from the tip).

● Easily occludes the blood vessel as a result of the low pressure 
silicone balloon technology by Phycon.

● Markers are located at the tip and 30mm from the tip.

● The position of the balloon can be checked under X-ray, since the 
balloon markers are in two locations.

● 2WAY type : guide wire lumen and inflation lumen. 
The guide wire can be operated independently.

● Conformable maximum guide wire diameter is 
0.3mm(0.012") for 2.8F and 0.46mm(0.018") for 3.4F.
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Injection amount (Contains 150mL of contrast medium diluted with NS)

Balloon compliance chart 2.8F (Balloon length 10mm)
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